
Which vehicle tracking 
device suits your business?

Plug & Track – Self Install
The Quartix Plug & Track is a simple self-install 
tracking device that can easily be switched 
between vehicles. It plugs straight into the 
vehicle’s OBD port and generates a host of 
insights on your fleet’s activity. This option is 
ideal for leased cars and vans, as it offers a 
flexible tracking solution. 

• Plugs into the OBD port
• No engineer required
• Internal battery 
• Low battery alerts
• Stores up to 500 trip events
• Tamper alerts via email
• Over-the-air upgrades

Connect & Track – Self Install
Connect & Track is a simple and discreet self-
install option. Simply attach the device’s two 
wires to your vehicle’s battery, and in minutes 
you can access the telematics data for any 
journey that the vehicle makes. It’s easy to 
switch Connect & Track devices between 
vehicles yourself, making it the perfect choice 
for temporary contractors and businesses using 
leased vehicles.

• Attaches to vehicle’s 
battery

• Compatible with light, 
medium and HGVs

• No engineer required
• Device is secured out of 

sight
• Tamper alerts via email
• Stores up to 500 trip events
• Over-the-air upgrade

Hard-wired – Engineer Installed 
The Quartix hard-wired tracking devices are fitted by an engineer and designed  
for accuracy, robustness and high performance. 

• Operates from 8v to 30v
• Hidden from view following 

installation
• Installation typically takes  

30-40 minutes
• Internal wireless and GPS antennas 
• Tamper alerts via email

• Senses and records impact data
• Optional monitoring e.g. emergency 

door opening, tailgate lift or  
warning light

• Optional driver identification using 
iButton tag input


